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Abstract 



A metering device for flowable products, in particular, dairy products, is provided 
with a metering cylinder, a valve cylinder connected to the reservoir, a metering 
piston that is movable between an upper intake end position and a lower dispensing 
end position, and further comprises a mouthpiece closing at the bottom the 
metering chamber with the exception of a coaxial cylindrical dispensing opening, 
and a central valve piston. According to the invention, the valve cylinder together 
with the valve piston forms a rotary control unit which, in a first rotary position, 
connects the metering chamber with a supply channel in the valve cylinder and, in 
a second rotary position, connects the metering chamber to an outlet channel. 
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(11) an einen Auslaufkanal (16) anschliesst. 



(57) Abstract: Disclosed is a metering device for 
flowable products, particularly dairy products, 
comprising a metering cylinder (6), a valve cylinder 
(7) which is connected to a storage container (3), a 
metering piston (8) which is movable between a final 
upper suction position and a final lower discharge 
position, a mouth piece (13) closing the lower end 
of a metering chamber (11) with the exception of a 
coaxial, cylindrical discharge port (12), and a central 
valve piston (15). The inventive valve cylinder 
(7) forms a pivotablc control unit along with the 
valve piston (15), said control unit connecting the 
metering chamber (11) to a feeding duct (14) in the 
valve cylinder (7) in a first swiveling position while 
connecting the metering chamber (1 1) to a discharge 
duct (16) in a second swiveling position. 

(57) Zusammenfassung: Eine Dosiervorrichtung 
fur fliessfa*hige Produkte, insbesondere Molkereipro- 
duktc, ist mit cincm Dosicrzylindcr (6), cincm mit 
dem Vorratsbehalter (3) verbundenen Ventilzylinder 
(7), einem zwischen einer oberen Ansaugendstellung 
und einer unteren Austragendstellung verschiebli- 
chen Dosierkolben (8), mit einem einen Dosierraum 
(11) untcrscitig bis auf cine koaxialc, zylindrischc 
Austragoffnung (12) verschliessenden Mujidstiick 
(13) und mit einem zentralen Ventilkolben 
(15) versehen. Erfindungsgemass bildet der 
Ventilzylinder (7) mit dem Ventilkolben (15) eine 
schwenkhare Steuereinheit, die in einer ersten 
Schwenkstellung den Dosierraum (11) mit einem 
Zulaufkanal (14) im Ventilzylinder (7) verbindet und 
in einer zweiten Schwenkstellung den Dosierraum 
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Zur Erfdarung der Zweibuchstaben-Codes und der anderen Ab- 
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